
 Linear�Lighting�System

Features�&�Benefits
•�Special�design�for�high�luminous�efficiency
•�Upside�and�downside�luminous�model�available
•�Flickering�free
•�Rapid�installation,�Various�installation�ways�available�
•�Clean�look�since�mouting��brackets�are�invisible�after�installed�
•�Easy�connected�for�different�shapes�
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General�Information

•�Options�for�CCT�and�wattage�selectable
•�0-10V�dimming

ModelSeries

Single�color
CEL- E0600-15X-XYYZZV-YX

Length

2FT

Wattage

15W

CCT

3000K/3500K/4000K/5000K

Input�Voltage

120-277V�AC

CEL- E1200-30X-XYYZZV-YX 4FT 30W 3000K/3500K/4000K/5000K
CEL- E2400-60X-XYYZZV-YX 8FT 60W 3000K/3500K/4000K/5000K
CEL- E0600-15X-XPCZZV-YX

2FT

CCT�and�wattage
selectable

Single�color

CCT�and�wattage
selectable

CEL- E0600-12X-XPCZZV-YX
CEL- E0600-10X-XPCZZV-YX
CEL- E1200-30X-XPCZZV-YX
CEL- E1200-24X-XPCZZV-YX
CEL- E1200-20X-XPCZZV-YX
CEL- E2400-60X-XPCZZV-YX
CEL- E2400-48X-XPCZZV-YX
CEL- E2400-40X-XPCZZV-YX

CEL- E0600-347V-15X-XYYZZV-YX
CEL- E1200-347V-30X-XYYZZV-YX
CEL- E2400-347V-60X-XYYZZV-YX
CEL- E0600-347V-15X-XPCZZV-YX
CEL- E0600-347V-12X-XPCZZV-YX
CEL- E0600-347V-10X-XPCZZV-YX
CEL- E1200-347V-30X-XPCZZV-YX
CEL- E1200-347V-24X-XPCZZV-YX
CEL- E1200-347V-20X-XPCZZV-YX
CEL- E2400-347V-60X-XPCZZV-YX
CEL- E2400-347V-48X-XPCZZV-YX
CEL- E2400-347V-40X-XPCZZV-YX

4FT

8FT

2FT
4FT
8FT

2FT

4FT

8FT

15W/13W/10W

30W/24W/20W

60W/48W/40W

15W
30W
60W

15W/13W/10W

30W/24W/20W

60W/48W/40W

3000-4000-5000K

3000-4000-5000K

3000-4000-5000K

3000K/3500K/4000K/5000K
3000K/3500K/4000K/5000K
3000K/3500K/4000K/5000K

3000-4000-5000K

3000-4000-5000K

3000-4000-5000K

120-347V�AC

C E L I - E A A A A - B B X - X Y Y Z Z V - Y X

Reserved
Productcolor:W=White，B=Black
Lightoutput:S=downside，U=upanddownside
UGR:N=UGR<22,U=UGR<19,F=Notcontroled
Driverbrand:A=MGLdriver,B=KeGu,C=Letron,D=Xiezhen
CCT:30=3000K,40=4000K,50=5000K..etc
DLCversion:S=Standard,P=Premium
Flicker:D=Flicker-free,F=Flicker
Power:30=30W..etc
Length：0600=600mm,1200=1200mm..etc
Seriesnumber
Product:LinearLight
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IP�Rating 20

Warranty 5�Years�(50000Hrs)

Dimming 0-10V�dimming

Leds�Type 2835

Environment Indoor

Working�Temperature -25℃-45℃

Relative�Humidity 10%-90%RH

White�(RAL9016),�Black(9011)Color�Finish�

Construction
Frame�Material Aluminum

Diffuser PC

Electrical
Input�Voltage AC:�120-277V/120-347V�50/60Hz

>0.9

THD�� ≤20%

Insulation�Class Class�Ⅰ

Certificates UL,�FCC,�DLC

Overload�Protection 103~120%�

Overload�Protection�Type Auto�Resume

Power�Factor

Output�Voltage DC：28-42V

Performance�Data
SDCM ＜7

≥50000Hrs

CRI� ＞80

CCT 3000K/3500K/4000K/5000K;�3000K-4000K-5000K

LIFESPAN（Hrs）��L80B20�@25℃

Beam�Angle 110°�

Certificates
DLC,�UL,�FCC

Efficiency 115lm/W

UGR 26
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Construction
The�corner�and�cross�sections�are�below.�These�units�can�be�used�to�make�up�shapes�such�as�L-type,�T-type�and�X-type.

1.Suspension�installation 2.Wall�installation 4.Surface�mounting3.Recessed�installation

Installations

Packaging

Gross�Weight

Carton�Size
L*W*H(mm)

CEL-E0600

1.7�KG/PCS

L650*W320*H150mm
6PCS/CTN

Model

Dimension

CEL-E1200

2.8KG/PCS

L1250*W320*H150mm
6PCS/CTN

CEL-E2400

5.6KG/PCS

L2450*W220*H85mm
2PCS/CTN

2FT 4FT 8FT

I-type�connector L-type�connector X-type�connector T-type�connector

Instruction�for�CCT�and�wattage�selection

15W/13W/10W

3000K-4000K-5000K

30W/24W/20W

3000K-4000K-5000K

60W/48W/40W

3000K-4000K-5000K
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