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APPLICATIONS

Warehouse, Factories, Parking garages, Sports arena etc.

 
• DLC Qualified.
• IP20 rated.
• L70 Rated Chip for over 100,000 projected life hours.
• Available in 110° beam pattern or 80° (optional purchase of reflector).
• 70°C (158°F) operating temp at full lumen output.
• Light weight: 13 lbs (fixture weight when driver remotely mounted).
• Remote driver system up to 100ft.

XZZYX:
X : Efficacy, S=130LM/W, P=150 LM/W
ZZ: CCT, 30=3000K,40=4000K,50=5000K,65=6500K, PC=CCT switchable
Y: Accessories for suspending, N=chain, G=pole
X: Reserved

L I G H T I N G

PARAMETER

SIZE MODEL WATTAGE INPUT VOLTAGE COLOR TEMPRATURE TYPE

CELH-080BD-XZZYX

Power and CCT fixed

Power and CCT switchable

Power and CCT fixed

Power and CCT switchable

Power and CCT fixed

Power and CCT switchable

Power and CCT fixed

Power and CCT fixed

Power and CCT switchable

3000K/4000K/5000K/6500K

 3000K-4000K-5000K

3000K/4000K/5000K/6500K

 3000K-4000K-5000K

3000K/4000K/5000K/6500K

 3000K-4000K-5000K

3000K/4000K/5000K/6500K

3000K/4000K/5000K/6500K

 3000K-4000K-5000K

2FT

120-277V
50/60Hz

120-347V
50/60Hz

277-480V
50/60Hz

80W

100W

160W

 120W-100W-70W

200W

240W

320W

 240W-200W-140W

80W

100W

160W

120W-100W-70W

200W

240W

320W

 240W-200W-140W

100W
160W

200W

320W

4FT

2FT

4FT

2FT

4FT

 CELH-100BD-XZZYX

 CELH-160BD-XZZYX

 CELH-120CD-XZZYX

 CELH-200BD-XZZYX

 CELH-240BD-XZZYX

CELH-320BD-XZZYX

CELH-240CD-XZZYX

 CELH-080BE-347V-XZZYX

 CELH-100BE-347V-XZZYX

 CELH-160BE-347V-XZZYX

 CELH-120CE-347V-XZZYX

 CELH-200BE-347V-XZZYX

 CELH-240BE-347V-XZZYX

 CELH-320BE-347V-XZZYX

 CELH-240CE-347V-XZZYX

 CELH-100BS-480V-XZZYX
 CELH-160BS-480V-XZZYX

CELH-200BS-480V-XZZYX

 CELH-320BS-480V-XZZYX

PROJECT:

PREPARED BY:

SCHEDULE: DATE: 

NOTES:

DESCRIPTION

CELS PRO – CELH-010

Rated Life  Hours upto1,30,000

Warranty  5 Years



LED Linear High Bay

2FT: 590x420x55.5mm

AC120-277V/120-347V/277-480V50/60Hz

＞0.9

<20%

130lm/W,150lm/W

UL，FCC，DLC

SMD283

80

110

<7

IP20

IK02

SPCC+PC

RAL9016

-400C~500C

10%~90%RH

4PCS/CTN

645x270x480mm

16.5kg

＞50000H

Suspending

15.7kg

1230x270x480mm

2PCS/CTN

4FT:1175x420x55.5mm

PARAMETER

Product Category

 Lamp Size

 Input Voltage

Power Factor

THD

Efficiency

Certificate

 LED Chip Brand

Color Rendering Index

Beam Angle

SDCM

IP Grade

IK Grade

 Material

Color Finish

Working Temperature

Relative Humidity

 Package

 Carton Size(LxWxH)

 Gross Weight

Life Span L80B20 @250C

  Installation Method
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Dimension Drawing

0-10V Dimming

4FT

2FT

Wiring Diagram

55.5mm 1175mm

420mm

590mm

55.5mm

420mm
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INSTALLATION INSTRUCTIONS
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Picture 1

Picture 2 Picture 3

Picture 2

Picture 3

Picture 1

Picture 5

Picture 4

Chain Suspended Installation
Step1.Turn off the power supply.
Step2. Connect the V-hook to the chain ( Picture1).
Step3.Connect the hook to he lamp ( Picture2).
Step4.Select the appropriate length and fasten the lock button ( Picture3).
Step5. Connect the input wire as follows: 
Purple to Dim +, Pink to Dim-, Black to L, White to N,Green to GND

Pole Suspending Installtion
 Step1. Turn off the power supply.
 Step2. Screw the bracket of top plate onto the ceiling ( Picture 1).
 Step3. Assemble the pole to the U-bracket ( Picture 2).
 Step4. Screw the U-shaped bracket onto the lamp fixture (Picture 3).
 Step5.Screw the U-shaped bracket side cover( Picture 4).
 Step6.Screw the lamp fixture on to the mounting bracket (Picture 5).
 Step7. Connect the input wire as follows:
 Purple to Dim +, Pink to Dim -, Black to L, White to N, Green to GN
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ACCESSORIES
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Accessary 1: Protective grid

 2FT（Optional, 2pcs/lamp）

 Accessary 2: Suspending pole  Accessary 3: Suspending chain

4FT（Optional, 2pcs/lamp）

DAMP DIMMING


