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FEATURES

APPLICATIONS
Conference rooms, Meeting rooms, Offices
Schools, Hospitals

ACCESSORIES

*Please consult us for details.

PROJECT:

PREPARE BY:

SCHEDULE: DATE: 

NOTES:CEPL BACK-LIT FLAT PANEL 3CCT

 
CELS Lighting features qualified DLC Back-Lit Flat Panels 
, an integrated LED technology with a low profile 
design and CCT selectable (3500K, 4000K, 5000K) 
This lightweight LED provides a smooth 
and uniform light distribution from edge-to-edge for an even 
and consistent color design. Perfect solution for your 
interior lighting needs for offices, schools, and meeting 
rooms. The Back-Lit Flat Panels are easily installed with 
maximum energy savings; comes in standard configurations 
of 1x4, 2x2, and 2x4 for mounting in T-Bar/Grid ceilings 
or optional surface mount box kit.

L I G H T I N G

• DLC Standard
• For Damp Location
• UL Listed
• Relative Humidity 10%-90%RH
• 3CCT Selectable (3500K, 4000K, 5000K)
• Lightweight and easy installation
• Uniform and consistent color from edge to edge
• CRI>80
• Dimmable: 0-10V (Dim-to-Off)
• Input Voltage: 120-277V / 120-347V
• Power Factor: >0.9
• Surge Protection Level: 1KV
• Beam Angle: 110°
• Working temperature: -25°C - 40°C
• Wattage Selection
2’x4’- 30W-40W-50W
1’X4’-25W-30W-40W
2’X2’-25W-30W-40W  

Pre-installed
earthquake hook

Dimensions: 1'x4' and 2'x2

Dimensions: 2'x4’

CCT SELECTABLE
Select Color Temperature by the color switch

40W30W 25W 

5000K4000K3500K

Back

Damp
Location

SURFACE MOUNTED KIT

RECESSED MOUNTED KIT

EARTHQUAKE HOOK 
(PRE-INSTALLED)

WARRANTY
5 Year Warranty

COLORS

DAMP DIMMING

CEPL

EXAMPLE: CEPL-24-BL-347V-50D-SPCDN

24 BL 50D

Dimension
24   2'×4’

Series
BL       Back-lit

Wattage
50D    50W

Ordering Information

Product
CEPL   Panel Light

347V

Voltage

S

DLC Version
S     Standard

PCDN

Color Temprature
SPCDN   3CCT 

Selectable
Blank   120-277V
347     120-347V



MOUNTING OPTIONS
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SOLD SEPARATELY

Surface Mounted Kit (See dimensions on page 3)

· CE013-1×4-2.9in · CE014-2×2-2.9in · CE015-2×4-2.9in

ORDERING
CODE

DESCRIPTION COLOR
TEMP (K)

LUMENS
(Lm)

SIZE BEAM
ANGLE

VOLTAGE DLC
(S/P)

WATTS
(W)

120-277V

120-347V

*P= Premium DLC / *S = Standard DLC

10510

10511

10512

10513
10514

10515

CEPL-14-BL-40D-SPCDN 3500K/4000K/5000K

3500K/4000K/5000K

3500K/4000K/5000K

3500K/4000K/5000K

3500K/4000K/5000K

3500K/4000K/5000K

40

40

50

40

40

50

  4,400

  4,400

  5,600

  4,400

  4,400

  5,600

   1' X 4’

   2' X 2’

   2' X 4’

   1' X 4’

   2'  X 2’

   2' X 4’

    110°

    110°

    110°

    110°

    110°

    110°

        120-277V

        120-277V

        120-277V

        120-347V

        120-347V

       1 20-347V

        S

        S

        S

         S

         S

         S

CEPL-22-BL-40D-SPCDN

CEPL-24-BL-50D-SPCDN

CEPL-14-BL-347V-40D-SPCDN

CEPL-22-BL-347V-40D-SPCDN

CEPL-24-BL-347V-50D-SPCDN
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SPECIFICATIONS 
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SURFACE MOUNTED KIT
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PACKAGE

PHOTOMETRICS CHART

Master Pack: 4 pcs

CEPL40 (1'x4')
DLC Standard

CEPL40 (2'x2')
DLC Standard

CEPL50 (2'x4')
DLC Standard




